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TECHNICAL DATA
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Article no.

Machine data

Electrical connection

Total connected load
Milling spindle

Drive motor S1 operation
Torque drive motor S1 operation
Drive motor S6 30 % operation
Torque drive motor S6 30 % operation
Spindle holder

Cooling lubricant system
Coolant pump motor

Tank capacity

End mill size

Max. facing head size

Max. shaft milling cutter size
Milling precision

Repeating accuracy
Positioning accuracy

Tool changer

Type

Tool capacity

Max. tool diameter

Tool length

Max. tool weight

Tool change time

Travels

X axis

Y axis

Z axis

Axis feed drive

Rapid motion X, Y, Z axis
Motor torque

X axis

Y axis

Z axis

Speed range

Speeds*

Pneumatics

Compressed air

Milling table

Clearance spindle to table
Table length x width

T-slots size/amount/spacing
Max. load bearing capacity
Dimensions

Length x width x height
Overall weight

* Please note that the maximum spindle speed must be reduced by approx. 20 % in continuous operation

3501085

400V /3 Ph~50Hz
14 kVA

3.7 kW

24 Nm

5.5 kW

35 Nm
1ISO 30 /BT 30

650 W
70 litres

@70 mm
@ 25 mm

+ 0,008 mm
+ 0,01 mm

Carousel

10 tools

@ 60 mm

200 mm
6 kg

7 seconds

400 mm
225 mm
375 mm

10 000 mm/min.
3.5 Nm
6 Nm
6 Nm
50-10 000 rpm
7 bar
75 - 475 mm
800 x 260 mm
16 mm /5 /50 mm

150 kg

1925x1655x2070 mm
1900 kg

1655

2070
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SINUMERIK 808 ADVANCED

CNC technology from the technology leader,
combined with a revolutionary operating strategy

Boost productivity in production

- The SINUMERIK 808D ADVANCED control is a panel-based CNC con-
trol. The compact and user-friendly entry-level solution is deployed
in simple milling applications Features such as easy operation, com-
missioning and maintenance are the perfect basis for equipping CNC
machines.

- With its technology-specific variants, the SINUMERIK 808D ADVANCED
control is perfectly preconfigured for milling. And with its hardware
and software enhancements, the SINUMERIK 808D ADVANCED also
offers sufficient performance for simple milling functionalities in
mould and tool making
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COMPACT AND ROBUST

- Thanks to a panel-based CNC design with very few interfaces and an IP65
protected control panel, the SINUMERIK 808D ADVANCED is perfectly pre-
pared for deployment in tough environments. The small dimensions allow
use on compact machines.

SINUMERIK 808D ON PC

control-identical software package that further simplifies machine tool
handling (see page 24)
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Control

8.4 LCD colour display with a resolution of 800x600

Warranty extension

The warranty extension lets you protect your new machine against warranty dama-
ge fora further 12, or 36 months after the two-year SIEMENS warranty expires.
(can only be ordered within the two-year SIEMENS warranty)

12 months; Article no. 3589010
36 months; Article no. 3589012

INCLUDING

RJ45 Ethernet port
Ready for remote maintenance
- AST function gives users an easy optimisation option in case of
stricter dynamic and precision requirements
- Absolute encoder / no referencing move required
Greater precision




m Keep tools within reach on the
machine

m Carousel tool changer
m 10 tool slots
m Tool exchange time: 7 seconds

m Automatic
m Prevents wear, repair costs and
unnecessary downtime to a major extent

m Portable

m Electronic

m Substantially facilitates running in of
programs

m Emergency stop button

m Confirm button

m Clearly-arranged
m Standards-compliant setup
m Drives by SIEMENS

m Visually displays the machine status
m Very bright and with a long service life

m High permissible load and high
stiffness
m Low coefficient of friction
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Training and learning
m SINUMERIK Operate BASIC operations can

be explored on a PC without additional
hardware

m Simple and convenient learning experience

with a userinterface identical to that of the
control

HEE E2&2 - SSNI  Offline CNC programming:

HESE EEE DR m Boos productivity by programming directly

EHE EEQ on aPC

20 mam m Testsub-routines on the PCwith the
integrated simulator

Professional CNC presentations:

m Present the SINUMERIK Operate BASIC
userinterface on the PC — at any time and
anywhere without additional hardware

m Covers the comprehensive SINUMERIK
Operate BASIC feature setincl.
programGUIDE BASIC

m With SINUMERIK 808D on PC, SIEMENS
offers a software package thatis
identical to the control and thus further
simplifies machine tool handling. Use as
a hands-on training software program
to program and simulate workpieces
offline.
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TOOL MEASURING SYSTEM

Article no.:

] + Tool measuring probe Radio Part Setter
« Tool probe

« Radio 3D Tool
350108580* EE.NISHAW . I + Primo Interface
rimo set ' A « GoProbe Software
| + Collet BT 30
L « License for six months

=) Information on the Primo set also available ex warehouse Germany, see page 245

D PR PREPARATIO
Article no.:
Main spindle motor with high-resolution encoder
Motor upgrade
350108590%* 3.0 PRII\?ﬁNaG 20 bit absolute value encoder instead of incremental

encoder

Plug connector on milling head for OPTImill 3X printing
head

Power supply is installed in control cabinet

Prepared for connecting open circuit monitoring
Filament holder

350108591* | 3-D printing interface

=) Information on 3-D printing from page 228

STARTER SET

Article no.:

1 pc. milling head holder
1x chuck

« + 2each Weldon 6 mmand 20 mm
« 1leachWeldon8/10/12 /16 mm
m - 1xAdapter BT 30
Starter set « 4x Spring collet holder ER 32
3536107 BT 30 y#‘ / + 1xSpring collet key ER 32

18-part Collet kit ER 32

1x Height-adjuster

1x Assembly and tool adjustment gauge
14x Pull stud

1x Taper squeegee

3 Information on the starter set ,,BT 30“ on page 238

OURTH A
Article no.:
. Rotary indexing table @ 80 mm
Fourth axis
350108503* a « Three-jaw lathe chuck @ 75 mm
Complete set Including assembly
350108500+ | Preparation for fourth — ,

axis | . .

160 X 85 mm

350108504* | Swivel bridge -
« with arrester

=) For details on the fourth axis for the rotary indexing table, see page 248

*Delivery ex works. Must be ordered with the basic machine.




